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K40  (3000 d/d)
YATAY MİLLİ KADEMELİ POMPALAR 
HORIZONTAL MULTISTAGE PUMPS

TEKNİK ÖZELLİKLER
-Çark:Pik GG-25 / Bronz (opsiyonel)
-Emici ve Verici Gövde: Pik GG-25
-Kademeler (Difüzörlü): Pik GG-25
-Pump Shaft: X20Cr13 (AISI420) steel 
AISI316 steel Optional.

-Eksenel yük çark dengeleme delikleri ile 
dengelenir

-Flanşlar: Giriş DN50 (PN 16) - Çıkış DN40 (PN 
40) (Flanşlar opsiyoneldir.)

-Sızdırmazlık:Yumuşak salmastra
-Su soğutmalı salmastra yatağı(opsiyonel)
-Yataklama: Her iki uçta ağır hizmet tipi rulman / 
gres yağlamalı (opsiyonel)

-Kaplin: Elastik
-Sıvı sıcaklığı:-10 °C ~ + 110 °C
-Devir Hızı: 2900d/dak.
-İzolasyon sınıfı :F
-Koruma sınıfı :IP55
-Emme derinliği: 6.5mt.

KULLANIM ALANLARI
-Basınçlı temiz su temini
-Endüstriyel tesisler
-Hidrofor sistemleri
-Yangın söndürme sistemleri
-Buhar kazanları besi, kondens sistemleri
-Soğutma sistemleri
-Yağmurlama ve sprinkler sulama

APPLICATIONS
-Pressurized clean water supply
-Industry	
-Booster systems	
-Fire fighting sytems	
-Boiler feeding, condens systems
-Chiller systems	
-Irrigation, sprinkler systems	

TECHNICAL DATA	
-Impellers: Cast iron GG-25 /Bronze (Optional)
-Inlet & Outlet Bodies: Cast iron GG-25 
-Stages (with diffuser): Cast iron GG-25 	
-Pump Shaft: X20Cr13 (AISI420) steel 
AISI316 steel Optional.	

-Axial load is reduced by balance holes on back 
shrouds of impellers

-Flanges:Inlet DN50 (PN 16) Outlet DN40 (PN 40) 
(Flanges are optional)	

-Non-Leakage:Soft packing	
-Water cooled stuffing box (optional)	
-Bearing: Heavy duty ball bearings at both ends / 
grease lubricated (on request)	

-Coupling: Flexible	
-Liquid Temp. :-10°C ~ +110°C	
-Speed:2900 rpm.	
-Protection Class:IP55	
-Insulation Class: F	
-Suction lift: Max 6.5 m.

TİP
TYPE

Bağlantı MOTOR KADEME

m
3 /

h Debi (Q) - Capacity
Fiyat - Price (TL)

Giriş x Çıkış
HP kW V A Stage

Tek
Pompa

Şasi + Kaplin
Pompa + Mot

Akuple
Pump&Mot.coupledInlet x Outlet 4 6 8 10 12 16

K40-3

1.5’’x 1.5”

3 2.2

380

4.6 3

Hm
 (

m
SS

)

47 45 40 30 10 2,450 ₺ 310 ₺ 3,490 ₺

K40-4 4 3 6.2 4 63 60 53 42 28 2,570 ₺ 310 ₺ 3,820 ₺

K40-5 5.5 4 8 5 78 74 66 54 38 2,680 ₺ 320 ₺ 4,190 ₺

K40-6 7.5 5.5

38
0/

66
0

10.9 6 95 89 79 65 49 14 2,800 ₺ 320 ₺ 4,310 ₺

K40-7 7.5 5.5 10.9 7 108 102 92 78 62 27 3,060 ₺ 320 ₺ 4,570 ₺

K40-8 10 7.5 14.1 8 125 119 108 93 76 38 3,200 ₺ 340 ₺ 5,220 ₺

K40-9 10 7.5 14.1 9 141 132 119 104 88 52 3,320 ₺ 410 ₺ 5,400 ₺

K40-10 10 7.5 14.1 10 156 147 134 120 104 67 3,440 ₺ 410 ₺ 5,520 ₺

K40-11 15 11 13.6 11 173 164 152 136 118 78 3,560 ₺ 480 ₺ 6,530 ₺

K40-12 15 11 13.6 12 192 182 170 154 135 92 3,690 ₺ 480 ₺ 6,660 ₺
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TİP
TYPE

Boyutlar -  Dimensions (mm) Ağırlık-Weight

A1 A2 L h1 h2 H n1 n2 n3 n4 I d Kg
K40-3 156 140 577 116 147 263 225 167 172 70 60 22 83
K40-4 197 140 618 116 147 263 225 167 213 111 60 22 93
K40-5 238 140 659 116 147 263 225 167 254 152 60 22 100
K40-6 279 140 700 116 147 263 225 167 295 193 60 22 109
K40-7 320 140 741 116 147 263 225 167 336 234 60 22 114
K40-8 361 140 782 116 147 263 225 167 377 275 60 22 146
K40-9 402 140 823 116 147 263 225 167 418 316 60 22 151
K40-10 443 140 864 116 147 263 225 167 459 357 60 22 156
K40-11 484 140 905 116 147 263 225 167 500 398 60 22 176
K40-12 525 140 946 116 147 263 225 167 541 439 60 22 181

L

H

A1

h1

Ød

l

h2

n1
n2

n3
n4

A2

OPSİYONEL
-Bronz Çark

-AISI 316 / AISI 304 Çelik Mil

OPTIONAL
-Bronze Impeller

-AISI 316 / AISI 304 S/S Shaft

Flanşlar hariçtir. Takım fiyatı (Flange Set): 140 TL
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K50  (3000 d/d)
YATAY MİLLİ KADEMELİ POMPALAR 
HORIZONTAL MULTISTAGE PUMPS

TİP
TYPE

Bağlantı MOTOR KADEME

m
3 /

h Debi (Q) - Capacity
Fiyat - Price (TL)

Giriş x Çıkış
HP kW V A Stage

Tek
Pompa

Şasi + Kaplin
Pompa + Mot

Akuple
Pump&Mot.coupledInlet x Outlet 8 10 12 14 16 20

K50-3

2”x 2”

4 3
380

6.2 3

Hm
 (

m
SS

)

52 50 44 31 12 2,480 ₺ 310 ₺ 3,740 ₺

K50-4 5.5 4 8 4 64 60 53 42 24 2,600 ₺ 310 ₺ 4,090 ₺

K50-5 7.5 5.5

38
0/

66
0

10.9 5 79 74 66 54 38 2,720 ₺ 320 ₺ 4,460 ₺

K50-6 10 7.5 14.1 6 94 89 79 65 49 12 2,830 ₺ 340 ₺ 4,850 ₺

K50-7 10 7.5 14.1 7 108 101 90 77 61 25 3,090 ₺ 340 ₺ 5,110 ₺

K50-8 15 11 20.8 8 123 113 101 87 72 38 3,240 ₺ 450 ₺ 6,170 ₺

K50-9 15 11 20.8 9 141 130 116 101 85 50 3,360 ₺ 450 ₺ 6,290 ₺

K50-10 15 11 20.8 10 158 147 134 119 102 65 3,480 ₺ 480 ₺ 6,440 ₺

K50-11 20 15 28 11 174 165 152 136 118 78 3,600 ₺ 560 ₺ 7,370 ₺

K50-12 20 15 28 12 193 183 170 154 135 92 3,720 ₺ 560 ₺ 7,500 ₺

TEKNİK ÖZELLİKLER
-Çark:Pik GG-25 / Bronz (opsiyonel)

-Emici ve Verici Gövde:Pik GG-25 

-Kademeler (Difüzörlü):Pik GG-25

-Mil: X20Cr13 (AISI420) çelik / 
AISI316 çelik Opsiyonel

-Eksenel yük çark dengeleme delikleri ile 
dengelenir

-Flanşlar: Giriş DN50 (PN 16) - Çıkış DN40 (PN 
40) (Flanşlar opsiyoneldir.)

-Sızdırmazlık:Yumuşak salmastra

-Su soğutmalı salmastra yatağı(opsiyonel)

-Yataklama: Her iki uçta ağır hizmet tipi rulman / 
gres yağlamalı (opsiyonel)

-Kaplin: Elastik

-Sıvı sıcaklığı:-10 °C ~ + 110 °C

-Devir Hızı: 2900d/dak.

-İzolasyon sınıfı :F

-Koruma sınıfı :IP55

-Emme derinliği: 6.5mt.

KULLANIM ALANLARI
-Basınçlı temiz su temini
-Endüstriyel tesisler
-Hidrofor sistemleri
-Yangın söndürme sistemleri
-Buhar kazanları besi, kondens sistemleri
-Soğutma sistemleri
-Yağmurlama ve sprinkler sulama

TECHNICAL DATA
-Impellers: Cast iron GG-25 /Bronze (Optional)

-Inlet & Outlet Bodies:Cast iron GG-25

-Stages (with diffuser): Cast iron GG-25 

-Pump Shaft: X20Cr13 (AISI420) steel 
AISI316 steel Optional.

-Axial load is reduced by balance holes on back 
shrouds of impellers

-Flanges:Inlet DN50 (PN 16) Outlet DN40 (PN 40) 
(Flanges are optional)

-Non-Leakage:Soft packing

-Water cooled stuffing box (optional)

-Bearing: Heavy duty ball bearings at both ends / 
grease lubricated (on request)

-Coupling: Flexible

-Liquid Temp. :-10°C ~ +110°C

-Speed:2900 rpm.

-Protection Class:IP55

-Insulation Class: F

-Suction lift: Max 6.5 m.

APPLICATIONS
-Pressurized clean water supply
-Industry
-Booster systems
-Fire fighting sytems
-Boiler feeding, condens systems
-Chiller systems
-Irrigation, sprinkler systems
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TİP
TYPE

Boyutlar -  Dimensions (mm) Ağırlık-Weight

A1 A2 L h1 h2 H n1 n2 n3 n4 I d Kg
K50-3 156 140 577 116 147 263 225 167 172 70 60 22 87
K50-4 197 140 618 116 147 263 225 167 213 111 60 22 92
K50-5 238 140 659 116 147 263 225 167 254 152 60 22 106
K50-6 279 140 700 116 147 263 225 167 295 193 60 22 132
K50-7 320 140 741 116 147 263 225 167 336 234 60 22 137
K50-8 361 140 782 116 147 263 225 167 377 275 60 22 161
K50-9 402 140 823 116 147 263 225 167 418 316 60 22 163
K50-10 443 140 864 116 147 263 225 167 459 357 60 22 169
K50-11 484 140 905 116 147 263 225 167 500 398 60 22 189
K50-12 525 140 946 116 147 263 225 167 541 439 60 22 194
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A2

OPSİYONEL
-Bronz Çark

-AISI 316 / AISI 304 Çelik Mil

OPTIONAL
-Bronze Impeller

-AISI 316 / AISI 304 S/S Shaft

Flanşlar hariçtir. Takım fiyatı (Flange Set): 150 TL
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VK40  (3000 d/d)
KADEMELİ YATAY MİLLİ POMPALAR
HORIZONTAL MULTISTAGE PUMPS

TİP
TYPE

Bağlantı MOTOR KADEME

m
3 /

h Debi (Q) - Capacity
Fiyat - Price (TL)

Giriş x Çıkış

HP kW V A Stage
Tek

Pompa
Şasi + 
Kaplin

Pompa + Mot
Akuple

Pump&Mot.coupledInlet x Outlet 5 10 20 30 40 45

VK40-2

2”x 1.5”

10 7.5
38

0/
66

0
14.1 2

HM
 (

m
SS

)

69 68 64 55 37 23 2,900 ₺ 400 ₺ 4,970 ₺
VK40-3 15 11 20.8 3 107 105 95 80 55 36 3,070 ₺ 450 ₺ 6,000 ₺
VK40-4 20 15 28 4 140 137 126 109 77 50 3,260 ₺ 560 ₺ 7,030 ₺
VK40-5 25 18.5 34 5 173 170 158 135 97 67 3,430 ₺ 560 ₺ 7,550 ₺
VK40-6 30 22 40.5 6 196 193 183 162 120 90 3,750 ₺ 560 ₺ 8,630 ₺
VK40-7 40 30 55.8 7 238 231 213 186 138 110 3,930 ₺ 810 ₺ 10,990 ₺
VK40-8 40 30 55.8 8 267 260 242 209 156 126 4,130 ₺ 1,030 ₺ 11,410 ₺
VK40-9 50 37 68 9 295 290 270 237 178 132 4,320 ₺ 1,030 ₺ 13,150 ₺
VK40-10 60 45 83 10 326 324 310 263 196 156 4,500 ₺ 1,280 ₺ 14,890 ₺
VK40-11 60 45 83 11 366 364 350 298 216 172 4,680 ₺ 1,280 ₺ 15,080 ₺
VK40-12 75 55 100 12 395 392 378 325 235 188 4,910 ₺ 1,230 ₺ 17,990 ₺

TEKNİK ÖZELLİKLER
-Çark: Pik GG-25 / Bronz (opsiyonel)

-Emici ve Verici Gövde: Pik GG-25 (Ağız 
yönleri 90° açı ile değiştirilebilir)

-Kademeler (Difüzörlü): Pik GG-25

-Mil: X20Cr13 (AISI420) çelik / 
AISI316 çelik Opsiyonel

-Eksenel yük çark dengeleme delikleri ile 
dengelenir

-Flanşlar: Giriş DN50 (PN 16) - Çıkış DN40 
(PN 40) (Flanşlar opsiyoneldir.)

-Sızdırmazlık:Yumuşak salmastra

-Su soğutmalı salmastra yatağı(opsiyonel)

-Yataklama: Her iki uçta ağır hizmet tipi 
rulman / gres yağlamalı (opsiyonel)

-Kaplin: Elastik

-Sıvı sıcaklığı:-10 °C ~ + 110 °C

-Devir Hızı: 2900d/dak.

-İzolasyon sınıfı :F

-Koruma sınıfı :IP55

-Emme derinliği: 6.5mt.

KULLANIM ALANLARI
-Basınçlı temiz su temini

-Endüstriyel tesisler

-Hidrofor sistemleri

-Yangın söndürme sistemleri

-Buhar kazanları besi, kondens sistemleri

-Soğutma sistemleri

-Yağmurlama ve sprinkler sulama

TECHNICAL DATA
-Impellers: Cast iron GG-25 /Bronze (Optional)

-Inlet & Outlet Bodies: Cast iron GG-25 (Inlet & Outlet 
Bodies can be rotated by an angle of 90° )

-Stages (with diffuser): Cast iron GG-25 

-Pump Shaft: X20Cr13 (AISI420) steel 
AISI316 steel Optional.

-Axial load is reduced by balance holes on back 
shrouds of impellers

-Flanges:Inlet DN50 (PN 16) Outlet DN40 (PN 40) 
(Flanges are optional)

-Non-Leakage:Soft packing

-Water cooled stuffing box (optional)

-Bearing: Heavy duty ball bearings at both ends / 
grease lubricated (on request)

-Coupling: Flexible

-Liquid Temp. :-10°C ~ +110°C

-Speed:2900 rpm.

-Protection Class:IP55

-Insulation Class: F

-Suction lift: Max 6.5 m.

APPLICATIONS
-Pressurized clean water supply

-Industry

-Booster systems

-Fire fighting sytems

-Boiler feeding, condens systems

-Chiller systems

-Irrigation, sprinkler systems
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TİP
TYPE

Boyutlar -  Dimensions (mm) Ağırlık-Weight

A1 A2 L h1 h2 H n1 n2 n3 n4 I d Kg
VK 40-2 112 170 514 147 184 331 279 226 341 283 62 22 141
VK 40-3 168 170 570 147 184 331 279 226 397 339 62 22 155
VK 40-4 224 170 626 147 184 331 279 226 453 395 62 22 184
VK 40-5 280 170 682 147 184 331 279 226 509 451 62 22 208
VK 40-6 336 170 738 147 184 331 279 226 565 507 62 22 221
VK 40-7 392 170 794 147 184 331 279 226 621 563 62 22 283
VK 40-8 448 170 850 147 184 331 279 226 677 619 62 22 292
VK 40-9 504 170 906 147 184 331 279 226 733 675 62 22 321
VK 40-10 560 170 962 147 184 331 279 226 789 731 62 22 368
VK 40-11 616 170 1018 147 184 331 279 226 845 787 62 22 375
VK 40-12 672 170 1074 147 184 331 279 226 901 843 62 22 416

L
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OPSİYONEL
-Bronz Çark

-AISI 316 / AISI 304 Çelik Mil

OPTIONAL
-Bronze Impeller

-AISI 316 / AISI 304 S/S Shaft

Flanşlar hariçtir. Takım fiyatı (Flange Set): 150 TL
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VK50  (3000 d/d)
KADEMELİ YATAY MİLLİ POMPALAR
HORIZONTAL MULTISTAGE PUMPS

TİP
TYPE

Bağlantı MOTOR KADEME

m
3 /

h Debi (Q) - Capacity
Fiyat - Price (TL)

Giriş x Çıkış

HP kW V A Stage
Tek

Pompa
Şasi + 
Kaplin

Pompa + Mot
Akuple

Pump&Mot.coupledInlet x Outlet 10 20 30 40 50 60

VK50-2

2,5"x2"

20 15
38

0/
66

0
28 2

HM
 (

m
SS

)

87 83 79 72 61 48 3,470 ₺ 520 ₺ 7,210 ₺
VK50-3 25 18,5 34 3 123 118 110 98 81 60 3,760 ₺ 520 ₺ 7,860 ₺
VK50-4 30 22 40,5 4 157 150 140 122 100 75 4,160 ₺ 560 ₺ 9,040 ₺
VK50-5 40 30 55,8 5 213 210 195 170 140 90 4,550 ₺ 810 ₺ 12,070 ₺
VK50-6 50 37 68 6 254 250 235 205 170 110 4,860 ₺ 1,030 ₺ 13,700 ₺
VK50-7 60 45 83 7 297 295 270 240 200 130 5,180 ₺ 1,280 ₺ 15,580 ₺
VK50-8 75 55 100 8 338 335 310 270 230 145 5,540 ₺ 1,270 ₺ 18,660 ₺

TEKNİK ÖZELLİKLER
-Çark:Pik GG-25 / Bronz (opsiyonel)

-Emici ve Verici Gövde:Pik GG-25 (Ağız 
yönleri 90° açı ile değiştirilebilir)	

-Kademeler (Difüzörlü):Pik GG-25	

-Mil: X20Cr13 (AISI420) çelik / 
AISI316 çelik Opsiyonel

-Eksenel yük çark dengeleme delikleri  ile 
dengelenir	

-Flanşlar: Giriş DN65 (PN 16) - Çıkış DN50 
(PN 40) (Flanşlar opsiyoneldir.)	

-Sızdırmazlık:Yumuşak salmastra	

-Su soğutmalı salmastra 
yatağı(opsiyonel)	

-Yataklama: Her iki uçta ağır hizmet tipi 
rulman / gres yağlamalı (opsiyonel)	

-Kaplin: Elastik	

-Sıvı sıcaklığı:-10 °C ~ + 110 °C	

-Devir Hızı: 2900d/dak.	

-İzolasyon sınıfı :F	

-Koruma sınıfı :IP55	

-Emme derinliği: 6.5mt.

KULLANIM ALANLARI
-Basınçlı temiz su temini

-Endüstriyel tesisler

-Hidrofor sistemleri

-Yangın söndürme sistemleri

-Buhar kazanları besi, kondens sistemleri

-Soğutma sistemleri

-Yağmurlama ve sprinkler sulama

TECHNICAL DATA
-Impellers: Cast iron GG-25 /Bronze (Optional)

-Inlet & Outlet Bodies:Cast iron GG-25 (Inlet & Outlet Bodies can be 
rotated by an angle of 90° )

-Stages (with diffuser): Cast iron GG-25 	

-Pump Shaft: X20Cr13 (AISI420) steel 
AISI316 steel Optional.		

-Axial load is reduced by balance holes on back shro-
uds of impellers			 

-Flanges:Inlet DN65 (PN 16) Outlet DN50 (PN 40) 
(Flanges are optional)			 

-Non-Leakage:Soft packing		

-Water cooled stuffing box (optional)		

-Bearing: Heavy duty ball bearings at both ends / 
grease lubricated (on request)

-Coupling: Flexible			 

-Liquid Temp. :-10°C ~ +110°C		

-Speed:2900 rpm.			 

-Protection Class:IP55			 

-Insulation Class: F			 

-Suction lift: Max 6.5 m.	

APPLICATIONS
-Pressurized clean water supply

-Industry

-Booster systems

-Fire fighting sytems

-Boiler feeding, condens systems

-Chiller systems

-Irrigation, sprinkler systems

TİP
TYPE

Boyutlar -  Dimensions (mm) Ağırlık-Weight

A1 A2 L h1 h2 H n1 n2 n3 n4 I d Kg

VK50-2 152 194 581 160 190 350 256 200 374 342 160 28 224

VK50-3 214 194 643 160 190 350 256 200 436 404 160 28 247

VK50-4 276 194 705 160 190 350 256 200 498 466 160 28 260

VK50-5 338 194 767 160 190 350 256 200 560 528 160 28 354

VK50-6 400 194 829 160 190 350 256 200 622 590 160 28 378

VK50-7 462 194 891 160 190 350 256 200 684 652 160 28 452

VK50-8 524 194 953 160 190 350 256 200 746 714 160 28 788
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OPSİYONEL
-AISI 316 / AISI 304 Çelik Mil

-Bronz Çark

OPTIONAL
-AISI 316 / AISI 304 S/S Shaft

-Bronze Impeller

Flanşlar hariçtir. Takım fiyatı (Flange Set): 150 TL
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VK40  (1500 d/d)
KADEMELİ YATAY MİLLİ POMPALAR
HORIZONTAL MULTISTAGE PUMPS

TİP
TYPE

Bağlantı MOTOR KADEME

m
3 /

h Debi (Q) - Capacity
Fiyat - Price (TL)

Giriş x Çıkış

HP kW V Stage
Tek

Pompa
Şasi + 
Kaplin

Pompa + Mot
Akuple

Pump&Mot.coupledInlet x Outlet 6 8 10 14 17 20

VK40-2

2''x1,5"

1,5 1,1

38
0

2

HM
 (

m
SS

)

17 17 16 14 12 10 2,900 ₺ 340 ₺ 3,940 ₺
VK40-3 2 1,5 3 26 25 24 21 18 14 3,070 ₺ 340 ₺ 4,220 ₺
VK40-4 3 2,2 4 35 33 32 28 24 19 3,240 ₺ 340 ₺ 4,520 ₺
VK40-5 4 3 5 44 42 41 35 30 24 3,430 ₺ 340 ₺ 4,810 ₺
VK40-6 4 3 6 52 50 49 42 36 29 3,750 ₺ 410 ₺ 5,200 ₺
VK40-7 5,5 4

38
0/

66
0

7 61 58 57 49 42 34 3,930 ₺ 410 ₺ 5,580 ₺
VK40-8 5,5 4 8 70 68 65 56 48 38 4,100 ₺ 440 ₺ 5,790 ₺
VK40-9 7,5 5,5 9 78 75 73 63 54 43 4,290 ₺ 440 ₺ 6,280 ₺
VK40-10 7,5 5,5 10 87 84 81 70 60 48 4,500 ₺ 470 ₺ 6,520 ₺
VK40-11 7,5 5,5 11 96 92 89 77 66 53 4,680 ₺ 470 ₺ 6,700 ₺
VK40-12 10 7,5 12 104 100 97 84 72 58 4,880 ₺ 810 ₺ 7,430 ₺

TEKNİK ÖZELLİKLER
-Çark: Pik GG-25 / Bronz (opsiyonel)

-Emici ve Verici Gövde: Pik GG-25 (Ağız 
yönleri 90° açı ile değiştirilebilir)

-Kademeler (Difüzörlü): Pik GG-25

-Mil: X20Cr13 (AISI420) çelik / 
AISI316 çelik Opsiyonel

-Eksenel yük çark dengeleme delikleri ile 
dengelenir

-Flanşlar: Giriş DN50 (PN 16) - Çıkış DN40 
(PN 40) (Flanşlar opsiyoneldir.)

-Sızdırmazlık:Yumuşak salmastra

-Su soğutmalı salmastra yatağı(opsiyonel)

-Yataklama: Her iki uçta ağır hizmet tipi 
rulman / gres yağlamalı (opsiyonel)

-Kaplin: Elastik

-Sıvı sıcaklığı:-10 °C ~ + 110 °C

-Devir Hızı: 2900d/dak.

-İzolasyon sınıfı :F

-Koruma sınıfı :IP55

-Emme derinliği: 6.5mt.

KULLANIM ALANLARI
-Basınçlı temiz su temini

-Endüstriyel tesisler

-Hidrofor sistemleri

-Yangın söndürme sistemleri

-Buhar kazanları besi, kondens sistemleri

-Soğutma sistemleri

-Yağmurlama ve sprinkler sulama

TECHNICAL DATA
-Impellers: Cast iron GG-25 /Bronze (Optional)

-Inlet & Outlet Bodies: Cast iron GG-25 (Inlet & Outlet 
Bodies can be rotated by an angle of 90° )

-Stages (with diffuser): Cast iron GG-25 

-Pump Shaft: X20Cr13 (AISI420) steel 
AISI316 steel Optional.

-Axial load is reduced by balance holes on back 
shrouds of impellers

-Flanges:Inlet DN50 (PN 16) Outlet DN40 (PN 40) 
(Flanges are optional)

-Non-Leakage:Soft packing

-Water cooled stuffing box (optional)

-Bearing: Heavy duty ball bearings at both ends / 
grease lubricated (on request)

-Coupling: Flexible

-Liquid Temp. :-10°C ~ +110°C

-Speed:2900 rpm.

-Protection Class:IP55

-Insulation Class: F

-Suction lift: Max 6.5 m.

APPLICATIONS
-Pressurized clean water supply

-Industry

-Booster systems

-Fire fighting sytems

-Boiler feeding, condens systems

-Chiller systems

-Irrigation, sprinkler systems

TİP
TYPE

Boyutlar -  Dimensions (mm) Ağırlık-Weight

A1 A2 L h1 h2 H n1 n2 n3 n4 I d Kg
VK 40-2 112 170 514 147 184 331 279 226 341 283 62 22 141
VK 40-3 168 170 570 147 184 331 279 226 397 339 62 22 155
VK 40-4 224 170 626 147 184 331 279 226 453 395 62 22 184
VK 40-5 280 170 682 147 184 331 279 226 509 451 62 22 208
VK 40-6 336 170 738 147 184 331 279 226 565 507 62 22 221
VK 40-7 392 170 794 147 184 331 279 226 621 563 62 22 283
VK 40-8 448 170 850 147 184 331 279 226 677 619 62 22 292
VK 40-9 504 170 906 147 184 331 279 226 733 675 62 22 321
VK 40-10 560 170 962 147 184 331 279 226 789 731 62 22 368
VK 40-11 616 170 1018 147 184 331 279 226 845 787 62 22 375
VK 40-12 672 170 1074 147 184 331 279 226 901 843 62 22 416
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OPSİYONEL
-Bronz Çark

-AISI 316 / AISI 304 Çelik Mil

OPTIONAL
-Bronze Impeller

-AISI 316 / AISI 304 S/S Shaft

Flanşlar hariçtir. Takım fiyatı (Flange Set): 150 TL
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VK50  (1500 d/d)
KADEMELİ YATAY MİLLİ POMPALAR
HORIZONTAL MULTISTAGE PUMPS

TİP
TYPE

Bağlantı MOTOR KADEME

m
3 /

h Debi (Q) - Capacity
Fiyat - Price (TL)

Giriş x Çıkış

HP kW V Stage
Tek

Pompa
Şasi + Kaplin

Pompa + Mot
Akuple

Pump&Mot.coupledInlet x Outlet 10 15 17 20 24 28

VK50-2

2,5"x2"

3 2,2

38
0/

66
0

2

HM
 (

m
SS

)

21 20 18 17 14 12 3,470 ₺ 340 ₺ 4,750 ₺
VK50-3 4 3 3 31 29 28 26 22 18 3,760 ₺ 340 ₺ 5,140 ₺
VK50-4 5,5 4 4 42 39 36 34 29 24 4,070 ₺ 410 ₺ 5,720 ₺
VK50-5 7,5 5,5 5 52 49 46 42 36 30 4,520 ₺ 410 ₺ 6,480 ₺
VK50-6 7,5 5,5 6 62 59 55 51 43 36 4,840 ₺ 440 ₺ 6,820 ₺
VK50-7 10 7,5 7 73 69 64 59 50 42 5,150 ₺ 510 ₺ 7,630 ₺
VK50-8 10 7,5 8 83 78 72 68 58 48 5,510 ₺ 510 ₺ 7,990 ₺
VK50-9 15 11 9 94 88 80 76 65 54 5.840 ₺ 750 ₺ 9,390 ₺

TEKNİK ÖZELLİKLER
-Çark:Pik GG-25 / Bronz (opsiyonel)

-Emici ve Verici Gövde:Pik GG-25 (Ağız 
yönleri 90° açı ile değiştirilebilir)	

-Kademeler (Difüzörlü):Pik GG-25	

-Mil: X20Cr13 (AISI420) çelik / 
AISI316 çelik Opsiyonel

-Eksenel yük çark dengeleme delikleri  ile 
dengelenir	

-Flanşlar: Giriş DN65 (PN 16) - Çıkış DN50 
(PN 40) (Flanşlar opsiyoneldir.)	

-Sızdırmazlık:Yumuşak salmastra	

-Su soğutmalı salmastra 
yatağı(opsiyonel)	

-Yataklama: Her iki uçta ağır hizmet tipi 
rulman / gres yağlamalı (opsiyonel)	

-Kaplin: Elastik	

-Sıvı sıcaklığı:-10 °C ~ + 110 °C	

-Devir Hızı: 2900d/dak.	

-İzolasyon sınıfı :F	

-Koruma sınıfı :IP55	

-Emme derinliği: 6.5mt.

KULLANIM ALANLARI
-Basınçlı temiz su temini

-Endüstriyel tesisler

-Hidrofor sistemleri

-Yangın söndürme sistemleri

-Buhar kazanları besi, kondens sistemleri

-Soğutma sistemleri

-Yağmurlama ve sprinkler sulama

TECHNICAL DATA
-Impellers: Cast iron GG-25 /Bronze (Optional)

-Inlet & Outlet Bodies:Cast iron GG-25 (Inlet & Outlet 
Bodies can be rotated by an angle of 90° )

-Stages (with diffuser): Cast iron GG-25 	

-Pump Shaft: X20Cr13 (AISI420) steel 
AISI316 steel Optional.			 

-Axial load is reduced by balance holes on back 
shrouds of impellers			 

-Flanges:Inlet DN65 (PN 16) Outlet DN50 (PN 40) 
(Flanges are optional)			 

-Non-Leakage:Soft packing		

-Water cooled stuffing box (optional)		

-Bearing: Heavy duty ball bearings at both ends / 
grease lubricated (on request)		

-Coupling: Flexible			 

-Liquid Temp. :-10°C ~ +110°C		

-Speed:2900 rpm.			 

-Protection Class:IP55			 

-Insulation Class: F			 

-Suction lift: Max 6.5 m.	

APPLICATIONS
-Pressurized clean water supply

-Industry

-Booster systems

-Fire fighting sytems

-Boiler feeding, condens systems

-Chiller systems

-Irrigation, sprinkler systems

TİP
TYPE

Boyutlar -  Dimensions (mm) Ağırlık-Weight

A1 A2 L h1 h2 H n1 n2 n3 n4 I d Kg

VK50-2 152 194 581 160 190 350 256 200 374 342 160 28 224

VK50-3 214 194 643 160 190 350 256 200 436 404 160 28 247

VK50-4 276 194 705 160 190 350 256 200 498 466 160 28 260

VK50-5 338 194 767 160 190 350 256 200 560 528 160 28 354

VK50-6 400 194 829 160 190 350 256 200 622 590 160 28 378

VK50-7 462 194 891 160 190 350 256 200 684 652 160 28 452

VK50-8 524 194 953 160 190 350 256 200 746 714 160 28 788
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OPSİYONEL
-AISI 316 / AISI 304 Çelik Mil

-Bronz Çark

OPTIONAL
-AISI 316 / AISI 304 S/S Shaft

-Bronze Impeller	

Flanşlar hariçtir. Takım fiyatı (Flange Set): 150 TL


